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IP66

7A 7B

1 2

7C

1 2

7D

1

2

1

2
2 3

TrEx

Suspensory eyes M6 Side suspensions on the wall

Holders directly on the ceiling

Adjustable side 
suspensions 
onthe wall 
0-90°
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Holders on tube structures

Recessed frame 
for false ceiling
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IP66TrEx
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The luminaires comply with the following standards:

ATEX
EN 60079-0:2012 + A11:2013 ; EN IEC 60079-0:2018 ; 
EN 60079-1:2014 ; EN 60079-7:2015 ; EN 60079-18:2015 ; 
EN 60079-28:2015 ; EN 60079-31:2014

General requirements and standards
EN 60598-1:2015 ; EN 60598-2-1:89 ; EN 62471:2008 ; 
EN 55015:2013 ; EN 60598-2-22:2014 ; EN 61547:2009 ; 
EN 61000-3-2:14 ; EN 61547:2009 ; EN 61000-3-2:14 ; 
EN 61000-3-3:13

RoHS
EN 50581:2012

TORX plus 30IP

Tighten gently to washers

Replace screws if gasket is damaged

220-240V
50/60Hz
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Technical instructions for instalation of luminaires series TrEx 

For the instalation and operation in explosive environments it is essential to obey safety 
conditions according to national laws and standards.  
1. Take out the luminaire from its transport package 
2. Loose the bolts of the the housing and take of the safety glass 
3. Loose the bolts holding reflector and move the reflector of the groove and take it out the luminaire 
4. Mount the empty housing in one of the described ways according to the manual 
5. Pull the connection cabel through the M20x1,5 (M25) cable gland ATEX . Tighten the cable gland. 

The connection cable must have an outer diameter as type of cable gland.  This is crucial for a proper function of 
the cable gland.   The unused cable gland is sealed with a ATEX plug.

6. Hang the reflecor on the hinge, then connect the connection cabel to the free side of the terminal block as follows. 
on terminal L1        – phase conductor  on terminal L1, L2, L3 – phase conductor 
on terminal N         – neutral conductor on terminal N             – neutral conductor 

on terminal – earthing conductor on terminal     – earthing conductor 
Take care about the correct wire stripping (9-10mm) and proper insertion of wire into the terminal block. The 
terminal block allows to use wires with a cross section of max. 4mm². In case of continious wiring keep maximum 
number of luminaires according to Tab.2. 

7. Put the reflector back into the luminaire and fix up by bolts 
8. Hang the safety glass cover into the hinge and secure it by bolts

Manufacturer is not responsible for damages caused  due to disregard of this technical instructions! 

1. Usage of luminaires 

These luminaires are used in environments with explosion hazard:  Tab.1 
 

Description of 
outerinfluences 

                     
Area classification 

Description According to standard 

Explosion hazard of flammable dust BE3N1 ZONE 21,22 
EN 60 079-17  
EN 60 079-14
EN 60 079-10-2 

Explosion hazard of flammable gas and vapour BE3N2 ZONE 1,2
EN 60 079-10-1  
EN 60 079-14  

These luminaires are intended into ambient temperature from -40°C to +55°C.

 

                             
AR19ATEX001  

Luminaire with disconnector
II 2G Ex db eb mb op is IIC T4 Gb 

II 2D Ex tb IIIC T 68°C IP66 Db 

Luminaire with out disconnector 
II 2G Ex eb mb op is IIC T4 Gb 

II 2D Ex tb IIIC T 68°C IP66 Db 

Tab.2

EN 60 079-17

II 2 D Ex tb IIIC T68°C IP66 Db
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De�nition of symbols:
II 2 G Ex db eb mb op is IIC T4 Gb
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2. Conditions of use and maintainance 
Luminaires which are used in the above mentioned environments are under reference to the standards which are 
listed in Tab.1 
– The luminaire must not be opened if the terminal block is voltage-carrying. Change the diffuser if it is cracked! 
– LED components are included inside the luminaire. The light source contained in this luminaire shall only be replaced 

 
– The opening in the unused cable gland must be sealed with a ATEX plug 
Warning: Potential electrostatic charping hazard. In an environment with explosion hazard the luminaire should be 

cleaned only with a moist cloth and the operative has to be earthed. 
–

– The recommended fuse rating for continiously wired luminaires is type B; 10 A or 16 A 
 

The luminaire TrEx is approved for single and triple phase continuous wiring. Maximum allowed number of 
luminaires connected on one phase is listed in Tab.3

by the manufacturer or his service agent or a similar qualified person.

 

3. Certification 
Below stated luminaires have the following  certificate : ATEX certificate AR19ATEX001, CB cer�ficate No. CZ-2890   

 Tab.3 
Luminaire type automatic cutout 10A automatic cutout 16A 

      TrEx 1.2ft   
TrEx 1.4ft   
TrEx 2.2ft  
TrEx 2.4ft 1 0 107  
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